UKOPA Risk Assessment Work Group

Objectives  -  October 2001

1
Review notes from last meeting - August

1
to discuss Meeting 1 15 November of the new Major Hazards Sub Committee Working Group on Pipelines 


who is attending in what capacity


follow-up Workshop on 27 November


communications from the group

2
to identify areas we want to influence



focus on Risk-Based Approach


use of frequency data



consequence analysis, MISHAP



criteria



Codal aspects BS8010, IGE/TD/1 v4

4
to identify where we want to get to – set tangible objectives and milestones to know where we are getting to


what success criteria /KPIs can we identify / set

5
to specify which detailed aspects we need better information about, or understanding of

- what don’t we know which we should know?

- what don’t we understand which we need to understand?

- what do we need to know about what HSE does? 

- what do we have a right to know?

6
to get more in touch with what risk assessment work is being done by whom on pipelines  -  HSE and others


who should we get to know better in HSE?


Can we develop a better relationship with them?

Rupture frequency of pipeline (latest UKOPA data) = 0.012 per metre per 10-6 years

Typically, 140 metre length of pipeline could affect an individual if a fireball occurred

MISHAP risk of fireball = 25%

Individual risk  =  0.012 x 140 x 0.25  =  0.42 x 10-6 per year

   -- outer zone risk

