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Immediate Actions Taken & Findings 

• The cladding has been removed from the stairway and stored safely. A barrier 

has been erected to prevent access to the stairs. 

• A visual inspection of the cladding in the vicinity has been carried out to ensure 

that there is no other cladding at risk of falling immediately.  

• A maintenance notification has been created for the removal of the remaining 

half section of the cladding.    

• The cladding securing clips appear to have fallen off due to corrosion of the 

rivets that fix the clips to the cladding. 

•  The cladding most likely fell during the SBR proving run that had taken place 

the previous evenings. 

 

What happened?  

• During a routine plant walk around the Duty Operations Technician noticed a 

piece of galvanised metal cladding laying on the stairway behind the feed-water 

storage tank.  

 

• On closer inspection it was discovered that the cladding had fallen from the start-

up ejector exhaust pipework. The exhaust pipework runs above the staircase at a 

height of approximately 3.5 metres, the section of cladding measures 1.2m in 

diameter and has a mass of 5kg.  

Event Number: EV 

210929 

Date: 15/01/16 Time:  14.30 hrs  

Site: Killingholme  Location: Steam Turbine  Hall  Incident Classification:   

Dropped/ Falling Object  

Regulatory Impact:  No  Risk Level (Actual / Potential):  1P/5P   Activity: Routine Plant Walk Around 

    

Cladding Dropped From Insulated Flange  


